Ul tr a Hi g h R e s ol ution

FULL HD NETWORK CAMERA

FIXED VANDAL-PROOF CAMERA
HDG-T320

I Technical Speciflcation

IMAGE

Image Sensor

Lens

Scanning Mode
AE/AWE

DNR

D&N

WDR

DIS

BLC

VIDED

Video Out
Progressive Encoding
Compression
Resolution Supported

Frame Rate

Multiple Streaming

INfOUT

Audio InfOut

Alarm InfOut

R5485

Ethernet

Memory Slot

FEATURE

Motion Detection
MAT[Motion Adaptive Transmission)
DABr{Dynamic Adjustable Bit Rate)
Event Buffering (Pre & Post)
Event Notification

Privacy Masking
PrVA[Pre-recorded Voice Alert)
Web Casting

Cross Web Browser

FTP Image Upload

ONVIF Certificate

SYSTEM

Network Time Sync

Soft Reset

Auto Recovery

Security

NETWORK

Max. Connections

Protocols

DDNS

Remote Client
MISCELLANEOUS
Weatherproof

PoE

Power

Power Consumption
Operating Temperature
Approvals

HOG-T220

1/2.7"CMOS
Tharmron 3.0mm ~ 9.0mm, F1.2
Frogressive Scan
fes
Yes
True DEM (IR-cut filter)
DWDR (12807 20 and under) (T.E.[)

TED

Mo

1 EMNC (Max. D1 for installation)
fes
H. 264{EP/MP/HP), MPEG4ASP/SP), MIPEG
1080p, 720p, D1, Half-D1, Vi WGA, CIF, OCIF
30fps @ H.264 1080p + 5fps @ MIPEG OVGA
25fps @ H 264 1080p + 20fps @ MIPEG VGA
30fps @ H.264 720p + 30fps @ MIPEG 720p

fes

171 Stereo Jack (G711}
1./ 1 Terminal
Mo
10/100Mbps
Micro S0

Yes (Total 16 Inclue/Exclude windows)
QoS Auto Traffic Contral
Yfes, H.264 CER{up to 8Mbps)
Yes jup to64ME)
fes
Yes (8 windows)
fes (4 files)
fes
Safari, Firefox, Google Chrome

Password Protection, IP Filtering, HTTPS, S50

10
IPwd/IPvi, Manual, TCP/P,UDP HTTP, RTP,RTSF,
MNTP,DHCP, SMTP,DOMNS HTTPS,RTCP FTP
Yes (DDMS)
Web, Mautilus16, Smartfanager

fart (T.E.[1)
- 50°C {TE.D)
FCC, CE, UL

I Summary

The HDG-T320 network cameras offer
advanced IP features and performance with
Full-HD resolution real-time H.264 .

I Key Features

« Full-HD Resolution Supported
+ DNR(Digital Noise Reduction)
« ONVIF Supported
« Micro SD Supported
+ Multiple Compression
{H.264, MPEG4, MJPEG)
+ Dual Streaming
+ Cross Web-Browsing
« Motion Adaptive Transmission
+ Dynamic Adjustable Bit Rate
+ Event Buffering
« FTP Image Upload
+Web Casting
+ Password Protection, IP Filtering
+ DDNS Supported
« Auto Explosure {AE)
+ Auto White Balance (AWB)
+IP66
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